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•  

Ratings:

Features/Benefits
Finger safe
Degree of protection: IP20
Optional visual blown fuse indicator
DIN rail mounting
Modular design
Multi-pole assembly kit available

The innovative and comprehensive ASH range of Chordn
IEC standards to an IP20 grade of protection, including fuse changing (with the flick of a finger). Modular fuse-
holders are available in 1, 2, 3 or 4 poles, with or without visual blown fuse indicator.
field assembled by

Description

ordering pin-ties assembly kit. ASH range is made of tough

thermoset material.

•  
•  
•  
•  
•  

Suitable for installation of  10x38mm sizes fuses•  

Suitable for installation of  Ax10 series Chordn fuses•  
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fuse-holders. Modular fuse-holders are finger-safe under

Multi-pole units can also be
and durable thermoplastic or

Volts :

Amps:

SCCR:

690Vac

32A

200KA

Ambient temperature: 20℃•  



Dimensions (mm)
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Model Poles         A        B      C         D        E

ASH10        1            81      45     57.5     37      17.5

ASH102      2            81      45     57.5     37      35

ASH103      3            81      45     57.5     37      52.5
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Plastic material properties

• Main body:
material: PA66
self-extinguishing in acc. to UL94
halogen-free

• Handle:
material: PA66
self-extinguishing in acc. to UL94
halogen-free

• Fastener:
material: PC
self-extinguishing in acc. to UL94
halogen-free
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ASH10 Modular Fuse Holder

ASH104      4            81      45     57.5     37      70

E

Standards

• 
• 

IEC 60269-2 Compliance

IEC 60947-3 Compliance

• RoHS Compliant

Multi-pole fuse holder needs to be reduced in capacity for use.
Wire Range: 1.5-10mm 2


